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NOTES:

1. ALL DISTURBED AREAS SHALL BE RESODDED OR SEEDED IN
ACCORDANCE WITH THE LATEST ALDOT SPECIFICATIONS FOR
GRASSING OR AS DIRECTED BY THE DEPARTMENT OF

__ ___ __ ___--- - - -- -----_---- G __ ____ ____ ______ . TRANSPORTATION'S DISTRICT MANAGER.
2. ALL TRAFFIC CONTROL SHALL BE IN ACCORDANCE WITH THE ^"""~

MOST CURRENT EDITION OF PART 6 OF THE MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES (MUTCD).

3. THE UTILITY AGREES TO ABIDE BY AND FOLLOW THE GUIDELINES 0 15' 30' 60'
SET FORTH IN THE ALABAMA HANDBOOK FOR EROSION
CONTROL AND STORM WATER MANAGEMENT ON SCALE: 1" = 30'
CONSTRUCTION SITES AND URBAN AREAS.

601X 90" SOX C ÆRT 4· ALL MANHOLES, VALVE BOXES, AND HANDHOLES SHOULD BE
579 62 MOUNTED FLUSH WITH EXISTING GROUND.
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U.S. HIGHWAY 431 / SR-165 _____ m

00 831+00 832+00 833+00 TO HUNTSVILLE 834+00 835+00 836+00 837+00
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