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NOTES:

1. ALL DISTURBED AREAS SHALL BE RESODDED OR SEEDED IN 2 uf ca
ACCORDANCE WITH THE LATEST ALDOT SPECIFICATIONS FOR o
GRASSING OR AS DIRECTED BY THE DEPARTMENT OF

F TRANSPORTATION'S DISTRICT MANAGER. u u_
2. ALL TRAFFIC CONTROL SHALL BE IN ACCORDANCE WITH THE

______ . __. ___. MOST CURRENT EDITION OF PART 6 OF THE MANUAL ON
UNIFORM TRAFFIC CONTROL DEVICES (MUTCD). 0 15' 30' 60' O

3. THE UTILITY AGREES TO ABIDE BY AND FOLLOW THE GUIDELINES ,-
SET FORTH IN THE ALABAMA HANDBOOK FOR EROSION
CONTROL AND STORM WATER MANAGEMENT ON SCALE: 1" = 30'
CONSTRUCTION SITES AND URBAN AREAS.

4. ALL MANHOLES, VALVE BOXES, AND HANDHOLES SHOULD BE
MOUNTED FLUSH WITH EXISTING GROUND.
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U.S. HIGHWAY 431 / SR-1------ 65

853+00 854+00 855+00 00 857+00 858+00 859+00 860

TO HUNTSVILLE

-R/W

AVEMENT P.) 501 FUTURE 48 FW
o GRAVEL DRIVE (TYPICAL)

PROPOSED 48" BUTTERFL Y VALVE (RJ)
STA=854 F75.00, 48.32'R C 9502

R/W

PROPOSED FH ASSEMBLY

PROPOSED 48' DIP WM '

PROPOSED 48" DIP WM
(200 LF RJ)

- - - R/W - - - -

PROPOSED 48" 22.5° BEND (RJ)
STA=859+94.56, 67.15'R

STA=854+65.05, 90.82'R C-9515
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