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3" DIA BRONZE

2 SET COVER OF VALVE BOX DISC ANCHORED 24" x 24" x 6" THK CONC
VALVE COLLAR AND CONC PAD 1/4" IN CONC PAD PAD TYP EACH VALVE BOX

C-9502 BELOW GRADE IN STAMP AS REQD
PAVEMENT AND 2" ABOVE (SEE NOTE 1) 3" DIA BRONZE 17" x 28" METER BOX 0 u

FIN GRADE GRADE ELSEWHERE DISC ANCHORED F-
SIZE OF VALVE . IN CONC PAD

. TYPE OF VALVE 2 A4 A S ALl_ STAMP AS REQD

TAG NO

DIRECTION & NO �042 FINISH GRADE 36" FLAP GATE
#4 BAR CONT OF TURNS TO ATER - - 2 DUAL CHECK ON

Éo HAND TAMPED BACKFILL o
AT TOP SECTION VALVE BOX AND PIPES. SEE YARD PIPING PLAN

COVER (TYP)
12"

VALVE SIZE AS EXTENSION ROD W/ 2" 2000 PSI ^- --
SPECIFIED OR 5" CISP OPERATING NUT 6" CONCRETE MIN
INDICATED ON BELOW GRADE WHERE

DWGS VALVE IS OVER 4'-0" UNPAVED CONDITION BRASS METER FLANGED n
BELOW GRADE -- - - FLANGED OUPL N

GEAR OPERATOR TOP FLUSH WITH

FINISHED GRADE

2" COMPOUND METER
MMNNM f__ (FLANGED)

BASE 2" CUT-OFF
, . 27" THICK (MIN.) RIP RAP EROSION

. CONTROL AT OVERFLOW PIPE

GRAVEL BEDDING
4" x 4" x 18" LONG (MIN)

O VALVE BOX AND
2 LENGTH OF BEDDING COVER (TYP)

EQUALS VALVE SET IN GRæT AS 17" x 28" METER BOX 2" COMPRESSION COUPLING

LENGTH +12"

PAVED CONDITION

NOTE:
PIPE DIA + 12" 1. BRONZE IDENTIFICATION DISC SHALL BE REQUIRED FOR ALL VALVES.

BUTTERFLY VALVE VALVE COLLAR FLAP GATE 2" COMPOUND METER

1 DETAIL 2 DETAIL 4 DETAIL s DETAIL HUNTSVILLE UTILITIES
SCALE: N.T.S. SCALE: N.T.S. SCALE: N.T.S. SCALE: N.T.S. WATER DEPARTMENT
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o- CAST IRON FRAME AND COVER,

WITH ACCESS LID (SEE NOTE 3)

<
<

72"x48" PRECAST
CONCRETE VAULT

36" DIA.

8"

GROUT

FINISH GRADE

a PREMOLDED PLASTIC JOINT FILLER

<

6" GATE VALVE

O
-- 42"x6" WELDED ON

FLANGE OUTLET

|--
8"x16" REINFORCED

B CONCRETE FOOTING

12"

BEDDING ROCK
NOTES:

1. ABOVE DETAIL IS BASED ON 6" AIR RELEASE VALVE. CHANGE PIPE AND FITTINGS ACCORDINGLY FOR THE
OTHER VALVE SIZES AND TYPES. VALVE SIZES TO BE DETERMINED BY THE ENGINEER AND APPROVED BY
HUNTSVILLE UTILITIES PRIOR TO INSTALLATION.

2. THE MINIMUM DIMENSION FROM TOP OF PIPE TO FINISHED GRADE SHALL BE 5.5 FEET. UNLESS APPROVED
BY THE ENGINEER.

3. LID TO BE LETTERED WITH THE APPROPRIATE WORD "RAW WATER".
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3 DETAIL
-co SCALE: N.T.S.

72"x48" PRECAST
CONCRETE VAULT

CAST IRON FRAME AND COVER, 36" DIA. GROUT
WITH ACCESS LID (SEE NOTE 3) - FINISH GRADE

8"

PREMOLDED PLASTIC JOINT FILLER

co

6" GATE VALVE

--- 42"x6" WELDED ON
FLANGE OUTLET

8"x16" REINFORCED
CONCRETE FOOTING

12"

L..--- L ---

12"

BEDDING ROCK
NOTES:

1. ABOVE DETAIL IS BASED ON 6" AIR RELEASE VALVE. CHANGE PIPE AND FITTINGS ACCORDINGLY FOR THE
OTHER VALVE SIZES AND TYPES. VALVE SIZES TO BE DETERMINED BY THE ENGINEER AND APPROVED BY
HUNTSVILLE UTILITIES PRIOR TO INSTALLATION.

2. THE MINIMUM DIMENSION FROM TOP OF PIPE TO FINISHED GRADE SHALL BE 5.5 FEET. UNLESS APPROVED
BY THE ENGINEER.

3. LID TO BE LETTERED WITH "POTABLE WATER".

48" AIR RELEASE AND VACUUM VALVE

6 DETAIL
SCALE: N.T.S.
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4"x2" REDUCER

48"x4" WELDED
ON OUTLET 2" SINGLE BLUE

SERVICE LINE
MAIN

ABOVE GROUND
SAMPLE STATION .
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Safety-Guard, °-
Model SG-BSS-05 pedestal #77
Water Plus Corp, Model 5000

GRADE

CURB STOP
(LOCKING TYPE)

BRASS CORPORATION
STOP

4"x2" REDUCER

48"x4" WELDED LI.I
ON OUTLET

MAIN

C 2" POLYETHYLENE
-- TUBING
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WATER SAMPLE STATION ProjectNo.: 200-11740-10003

Designed By: JRW
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Bar Measures 1 inch


