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CAPP NG LOC ON --
EACH SIDE OF PIPE EXTEND TO 24" BEYOND
NOT ON THE PIPE ITSELF. THE BACK OF THE CURB

CURB & GUTTER

VALVE BOX

1" AND 2" SERVICES
WILL BE TAPPED ON A
6" AND 8" MAINS WITH
A TAP SADDLE

E
1" SERVICES WILL BE
TAPPED DIRECTLY ONTO
MAINS 6" AND LARGER

6" CASING PIPE
LOCATER TAPE

COMPRESSION FITTING - 2" P.E. PIPE
BRASS NIPPLE
CUT-OFF VALVE

4" X 8" X 16" CONC. BLOCK WHERE CASING PIPE IS INSTALLED, BY OPEN CUT,
BRASS NIPPLE AN ADDITIONAL LOCATER TAPE SHALL BE INSTALLED
"SWING CONNECTION" IN THE DITCH LINE 6" TO 12" BELOW FINAL GRADE
CORPORATION /SUB-GRADE. LOCATER TAPE SHALL BE TIED OFF AT
12" D.I PIPE EACH END. STARTING AT THE CORPORATION, AND

ENDING AT THE CUT-OFF VALVE AT THE METER

* WHERE EXISTING 2" & 1" METERS ARE REPLACED, AND
THE OLD METERS DO NOT HAVE DUAL CHECK VALVES,
DUAL CHECK VALVES WILL NOT BE INSTALLED.

WHEN GOING UNDER STORM
DRAIN OR OTHER PIPING, ON ALL NEW 2" AND 1" METER INSTALLATIONS. A
THE CASING PIPE WILL DUAL CHECK VALVE WILL BE INSTALLED.
EXTEND 24" BEYOND SAID PIPE.

CHECK VALVE
-24" MINIMUM °O ° O o 0o o O O O ° o ° °

o O o o O o°

LL. 12" MINIMUM ---- 17" X 28" CONC.
METER BOX

2" DISK METER
BRASS NIPPLE

CUT-OFF VALVE

-- LOCATER TAPE
P.E. PIPE OMPRESSION FITTING

Lu

METER WITH CONCRETE METER BOXo
O C

1 DETAIL HUNTSVILLE UTILITIES
SCALE: N.T.S. WATER DEPARTMENT

o SPEC # 13B
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CHAIN LINK FENCE AND
ACCESS GATE

3 DETAIL
SCALE: N.T.S.

ALABAMA DEPARTMENT
OF TRANSPORTATION
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* CONTRACTOR TO MAKE MINIMAL ADJUSTMENT
LU TO INSURE TOP OF REFLECTOR SIGN CLEARS

GATE TOP RAIL AND TRACK WHEN GATE IS
OPENED

(2) CASE Il-REQUIRED REFLECTORS
MOUNTED BACK TO BACK, TO FENCE FABRIC(TYP.)

30.0'
CLEAR OPENING

A

12.0'
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#9 GALV. CLIPS
LATCH 14" MAX. GALV· 8.625" OD GALV.
POST SPACING TRUSS BARS INTERMEDIATE SUPPORTE POST STEEL POST

-GALV. POST CAP STRETCHER AS REQUIRED (8' SPACING MAX) CAP (SCHEDEULE 40 PIPE) GALV. POST CAP
BARS

ST TCHER D

FABRIC - , '#9 TIE IRES /

p- GRADE --- ---_12"O(

L
3000 PSI CONCRETE 6 CENTER TO �042 ROLLER GU D =

· - CENTER @ CENTER T ASSEMBLY
6" OF GATE

i t
2.0" 2.0"

LL

°° CANTILEVER GATE °° °
A

2 DETAIL
SCALE: N.T.S.

#9 GALV. CLIPS
14" MAX· 10'-0" TO CENTER (MAX)
SPACING

GALV. POST CAP ---

POST STRETCHER
CORNER - = BARS T E WIRES

-O FABRIC 3/8" ROUND
TRUSS BARS -LINE POST

_ (SEE NOTE 1)
2" TURNBUCKLE TENSION WIRE

GRADE -

3000 PSI CONCRETE

¹² FENCE DETAIL ¹² ---

ONE PIECE TRACK POST CAP
AND TOP RAIL

2" SQUARE GALV. FENCE FABRIC __

8.625" OD GALV. STEEL
POSTS (SCHDEULE 40 PIPE)

ROLLER GUIDE ASSEMBL
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Bar Measures 1 inch


