
1 2 3 4 5 6 7

HEAVY DUTY E o ©

TYPICAL WALL STUD, SIZE ASTEN D TO GENERAL NOTES - PARTITION TYPES
BLOCKING AS REQUIRED 1 AND GAGE AS REQUIRED JAMB AS REQ'D·

1 REFER TO FLOOR PLANS FOR LOCATIONS OF ALL INTERIOR PARTITION CONTROL LLI
JOINTS. IF NOT INDICATED ON PLAN INSTALL AS PER ASTM GUIDELINES. u

RUNNER TRACK - RUNNER TRACK - CRIPPLE STUDS 2 REFER TO THIS SHEET FOR CONTROL JOINT DETAILS, INCLUDING CONTROL JOINT
ATTACHED TO BOT. OF ATTACHED TO BOT. OF ABOVE OPENING DETAILS FOR FIRE-RATED WALLS. >

F DECK @ 24" O.C. MIN. AND DECK @ 24" O.C. MIN. AND 3 REFER TO THIS SHEET FOR THE DEFLECTION TRACK DETAIL TO BE USED AT ALL
2" FROM ENDS. 2" FROM ENDS. PARTITIONS CONNECTED TO STRUCTURE OR BRACED TO STRUCTURE.

-- 4 PROVIDE MOLD & MOISTURE RESISTANT GYPSUM BOARD PANELS IN ALL ROOMS

RT T H D ARTIT N H D AS REQUIRED AT EACH BLOCK U.N.O

ASSEMBLIES REQUIRE A E BL ES EQU RE AS REQUIRED 5 PROVIDE BLOCKING AT ALL AREAS TO RECEIVE CASEWORK, TACKBOARDS, PLUMBING
STENERS E ER TO FASTENERS. REFER TO ACCESSORIES, TOILET AND SHOWER ROOM ACCESSORIES.

RATED TERMINATION RATED TERMINATION HEAVY DUTY 6 FOR UL DETAILS SHOWN, REFER TO UL STANDARDS FOR COMPLIANT ASSEMBLY. z

DETAILS DETAILS HEADER AS 7 FOR PENETRATION THROUGH UL DESIGN, PROVIDE THRU PENETRATION ASSEMBLIES I

METAL STUDS @ 16" O.C. METAL STUDS @ 16" O.C. REQ'D· HEAVY DUTY JAMB AS REQ'D. AS SHOWN OR AS REQUIRED BY CODE

3 HDS HEADER FRAMING
SCALE: 1/2" = 1'-0"

(M X 6 A. E A A / ENOU H W DTH 4 PARTITION DETAILS - BLOCKING
PLATE AT NON-RATED TO SPAN A MINIMUM OF SCALE: 3/4" = 1'-0"
ACOUSTICAL CONDITIONS, THREE BOTTOM FLUTES.
ATTACH TO BOTTOM OF ATTACH TO BOTTOM OF
DECK AT 24" O.C. MAX. DECK AT 24" O.C. MAX.

(STAGGERED 12" O.C.) AND
2" FROM ENDS. JOINT COMPOUND FEATHERED JOINT COMPOUND FEATHERED

A B AS SHOWN-TYPICAL AS SHOWN-TYPICAL

PERPENDICULAR TO DECK PARALLEL TO DECK FLUTES
FLUTES

7 METAL STUD FRAMING R.C.P.
SCALE: 1 1/2" = 1'-0"

JOINT COMPOUND CONTINUOUS METAL
D FEATHERED CONTROL JOINT- PAINT

AS SHOWN-TYPICAL CJ TO MATCH WALL

CONTINUOUS PLATE, SIZE AND GAGE
AS REQUIRED, MADE TO SPAN (2)

RIBS OF DECK W/ SCREWS ON
EACH SIDE OF STUD AS REQUIRED

SCREWS TO METAL PLATE
AT EACH STUD AS REQUIRED

C

MODIFIED TRACK W/
SCREW(S) AS REQUIRED

| |

| |
| |

| |

TYPICAL WALL STUD, SIZE AND
GAGE AS REQUIRED

NOTE: SEE PLANS FOR
LOCATION OF CONTROL 5/8" GYPSUM BOARD
JOINTS - IF NOT INDICATED ON
PLAN INSTALL PER ASTM GUIDELINES

8 NON-RATED CONTROL JOINT
SCALE: 3" = 1'-0"

0' - 0 1/2" CONTINUOUS METAL CONTROL - CONTINUOUS METAL CONTROL
MAX JOINT- PAINT CJ TO MATCH WALL O' - 0 1/2"/ JOINT- PAINT CJ TO MATCH WALL

2-LAYERS 5/8" TYPE 'X' MAX 2-LAYERS 5/8" TYPE 'X'
/ GYPSUM BOARD GYPSUM BOARD

O' - 1 7/8"
2-LAYERS 5/8" TYPE 'X' GYPSUM BOARD O' - 3 1/8"

METAL STUDS MAY VARY- METAL STUDS MAY VARY-
SEE PARTITION TYPES FOR SEE PARTITION TYPES FOR
DIMENSIONS & DETAILS DIMENSIONS & DETAILS

2-HOUR RATED JOINT (WHI-651-0318.1, 3-20-90) 1-HOUR RATED JOINT (WHI-647-3024, 9-20-90)

DETAIL 5 RATED CONTROL JOINT DETAILS
SCALE: 3" = 1'-0"

MIN. 1/2"-TYP.

EE PARTITION

TYPE 'A' FIRESTOP SEALANT - MIN.
1/2" THICK APPLIED FLUSH WITH
OPENING, BOTH SIDES OF WALL -
TYPICAL ALL 1HR. AND 2 HR.
RATED PARTITIONS
EXTENDANDCOPE GWBTODECKFLUTES

BOTTOM OF DECK

INSTALL BOND BREAKER
TAPE PRIOR TO APPLYING
SEALANT- TYPICAL

TOP OF STUD

DEEP-LEG (2") DEFLECTION
TRACK FASTENED TO DECK
W/ STUD FRICTION FIT

2 HR PARTITION - 2 LAYERS 5/8"
TYPE 'X' GYP BOARD EA SIDE

(1HR. PARTITION - 1 LAYER 5/8"
TYPE 'X' GYP BD EA SIDE W/ MIN
1/2" THICK FIRESTOP SEALANT)

BID SET

UL DESIGN-HW-D-0158

1 PARTITION HEAD OF WALL @ RATED PART.
SCALE: 3" = 1'-0"

z
O

O

CONNECTION TO METAL DECK

9 PARTITION DETAILS - CONNECT TO DECK
SCALE: 3/4" = 1'-0"

O

O CONTINUOUS PLATE, SIZE AND GAGE
B AS REQUIRED, PLATE MADE TO SPAN

O (2) RIBS OF DECK W/ SCREWS ON \
EACH SIDE OF STUD AS REQUIRED , METAL DECK BY OTHERS

TYPICAL TRACK, SIZE AND

SCREWS TO METAL PLATE GAGE AS REQUIRED W/
AT EACH STUD AS REQUIRED SCREWS AS REQUIRED

O

O

TYPICAL STUD, SIZE AND
GAGE AS REQUIRED

NOTES:

1) THIS DETAIL SHALL NOT BE UTILIZED IF

STUD DEPTH EXCEEDS 8"

2) RIGID FACING MATERIAL APPLIED TO BOTH

STUD FLANGES MAY BE UTILIZED IN LIEU

OF U-CHANNEL, PROVIDED THE FOLLOWING

CRITERIA:

A) STUD HEIGHT DOES NOT EXCEED 16'

B) SHEATHING APPLIED TO BOTH STUD FLANGES FULL

HEIGHT PER APPLICABLE A.S.T.M. STANDARDS

C) STUD SHALL BE BRACED IF ONE FLANGE IS

TEMPORARILY UNSHEATHED

D)STUD GAUGEISAMAX.OF16 ga.

1-1/2" x 16ga., U-CHANNEL
VERTICAL SPACING AS REQUIRED

1-1/2" x 1-1/2" x 16ga., CLIP ANGLE
FASTENED TO STUD W/ (2) #10-16
SCREWS: ANGLE LENGTH SHALL NOT BE
LESS THAN STUD DEPTH, MINUS 1/2"

(2) #10-16 SCREWS FASTEN / TYPICAL STUD, SIZE AND
TO U-CHANNEL GAGE AS REQUIRED

U-CHANNEL DETAIL

A CONNECTION TO METAL DECK

10 PARTITION DETAILS - CONNECTION AT DECK e PARTITION DETAILS - U-CHANNEL
SCALE: 3/4" = 1'-0" SCALE: 3/4" = 1'-0"

e - 6 - 0 -

SLOTED
TOP DEFLECTION ,, - - " - ---- -

TRACK WAFERHEAD
I FRAMING SCREWS

@ 16" O.C.
7- TYPICAL METAL

STUD, SEE PARTITION
TYPE FOR SIZE AND . CD Z ¶ -
SPACING METAL BRIDGING

, AND BRIDGE CLIP -

- SPAZZER BAR

z

e o i-

OPTION 'A' OPTION 'B' OPTION 'C'

2 NON-RATED DEFLECTION TRACK DETAIL
SCALE: 3" = 1'-0"
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