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TEMPERATURE AND PRESSURE RELIEF
VALVE (T&P VALVE) WHEN REQUIRED BY
LOCAL CODE

F SHUTOFF VALVE

HOT COLD

RIGID OR FLEXIBLE PLUMBING PIPE AND
CONNECTIONS TO BE CODE AND
MANUFACTURER COMPLIANT
WHEN REQUIRED.

(TP2, TP3, AND TP4 TYPE)
PRECISION PLUMBING PRODUCTS
TRAP PRIMER WITH DISTRIBUTION
UNIT.

(TP1 TYPE)
1/2" AUTOMATIC TRAP PRIMER
WITH INTEGRAL VACUUM BREAKER.
MOUNT IN WALL WITH ACCESS PANEL
PER SPECIFICATIONS.

SEE SCHEDULE FOR POWER
VOLTAGE REQUIRED

TANKLESS
WATER NOTES:

E HEATER _WATER HEATER MUST BE INSTALLED TO CONFORM WITH
CURRENT NATIONAL ELECTRIC CODE, AND ANY APPLICABLE
LOCAL PLUMBING, ELECTRICAL, HEATING AND AIR
CONDITIONING CODES.

- -FOLLOW MANUFACTURER INSTALLATION INSTRUCTIONS

INSTANTANEOUS WATER HEATER

HARD DRAWN COPPER

SOFT DRAWN COPPER
ACCESS PANEL

BY PLUMBER PIPE INSULATION

FLOOR SLAB FLOOR DRAIN

12"

WASTE PIPE

ISLEEVE WITH 1/2"
PRIMER CONNECTION

P-TRAP

VENT THRU ROOF

WATER INLET
VACUUM BREAKER

0 0
ELECTRONIC MODULE ROOF WEATHER

WITH FUSE SEAL /FLASHING
(FIELD SUPPLIED)

. Il Illel I -
BALL VALVE SOLENOID

VALVE

24" MIN. FROM ANY WALL OR VERTICAL SURFACE

FLASHING: 4 LBS. SHEET LEAD

Z

ROOF
CONSTRUCTION

PIPE SLEEVE ESCUTCHEON FOR EXPOSED RISER

MASTIC CAULKING
HEADER W/(5) OUTLETS COMPOUND & OAKUM

0 0 I

VENT PIPE
OFFSET IN CEILING
WHERE REQUIRED

BID SET

1 DETAIL 2 FLOOR DRAIN TRAP PRIMER DETAIL 3 ELECTRONIC TRAP PRIMER DETAIL 4 VENT TO ROOF DETAIL
SCALE: N.T.S. SCALE: N.T.S. SCALE: N.T.S. SCALE: N.T.S.

D

MAY EXTEND AS A
�042 WASTE OR VENT

WALL

CLEANOUT COVER WALL
AS SPECIFIED

WALL PLATE SHOWN

FLOOR LINE

8" MINIMUM PLUGGED TEE
W/CLEANOUT

A A

1/8" BENDC SAME AS CLEANOUT
TO GRADE

5 WALL CLEANOUT DETAIL
SCALE: N.T.S.

TO STRUCTURE

TYPICAL
HANGER RODS

J L

Z

INSULATION SHIELD

o

a' CLEVIS TYPE HANGER
F- AS SPECIFIED

FACTORY PAINTED

C
Ø
E
O
O _ TOSTRUCTURE

(TYPICAL ALL HGRS)

E
C

GALVANIZED
U-BOLT OR CLAMP

ACCORDING TO
SPECIFICATION

O

A INSULATION SHIELDS
PER SPECIFICATION

INSULATION AS SPECIFIED

INSULATION AS
SPECIFIED (TYPICAL)

NUT & WASHER
TOP & BOTTOM
(TYPICAL)

J L .' il

UNISTRUT

7 PIPE HANGERS - CLEVIS/TRAPEZE
SCALE: N.T.S.

CLEANOUT SEE
SPECIFICATIONS FINISH FLOOR

SEE SPECIFICATIONS
FOR MATERIAL 1/8 BEND

SAN WASTE OR EXTENSION - SAME SIZE
RAINLEADER LINE AS SEWER, UP TO 4"

SEE PLANS FOR SIZE

ALTERNATE WITH
WYE FITTING

LONG SWEEP 1/4 BEND OR
COMBINATION "Y" & 1/8 BEND

6 FLOOR CLEANOUT DETAIL
SCALE: N.T.S.

TERMINATE SLEEVE FLUSH
WITH FINISHED WALL

SURFACES

SEAL OR CAULK
SLEEVES THRU FIRE
WALLS IN A SMOKE-

TIGHT MANNER

STANDARD WEIGHT STEEL
PIPE SLEEVE OF SIZE
TO PASS PIPE AND
INSULATION

PIPE AND INSULATION
TO BE CENTERED IN

SLEEVE - DO NOT
SUPPORT PIPE FROM

SLEEVE

FINISHED ESCUTCHEON
PLATE FLUSH AGAINST
WALL AND OF SIZE TO
COMPLETELY COVER
OPENING

FINISHED WALL
SURFACE

CONCEALED PIPING · PIPING EXPOSED
TO VIEW

NOTE:
PROVIDE UL RATED ASSEMBLIES
FOR ALL WALLS WITH FIRE RATINGS.

8 PIPE SLEEVES THRU INTERIOR WALLS
SCALE: N.T.S.
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Z
O

O
INSTALL CAULKING FERRULE 30"x24"x6"

AND RAISED HEAD SCREW PLUG CONCRETE PAD
IN AREAS WHERE SURFACE OR AS SPECIFIED

ACCESS HOUSING & COVER IS UNFINISHED
SET FLUSH WITH FINISHED

SURFACE. INSTALL IN FLOOR,
SIDEWALKS AND DRIVES

FINISHED FLOOR
FINISHED GRADE

<

1/4 YARD OF CONCRETE
AROUND FITTING FOR =-CAST IRON TO

ANCHOR GRADE, SAME <r
SIZE AS MAIN
WITH 4" MAXIMUM

DOUBLE TWO-WAY
�042* 4, ** CLEANOUT FITTING

FLOW O_

O

SEE PLANS FOR
SIZE MAIN AND Project No.: 200-11740-10003
ROUTING OF
PIPING Designed By: JWM

Drawn By: JWM 8
9 YARD CLEANOUT DETAIL

SCALE: N.T.S.

P-9501
O

Bar Measures 1 inch


