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MATCHLINE - SEE SHEET D-0101 FOR CONTINUATION

F 0 20' 40' 80'

SCALE 1" = 40'

PAC SYSTEM
(SEE SHEET D 0501)

/ 2" PAC SLURRY

2 CHEMICAL
D 9506 INJECTION

3 2" BACKFLOW
D 9506 PREVENTOR

D

- - - ||||||||||||STANDARD BR|NIERRE BEMIER MANHGHE||||||||||

FINISHED GRADE SEE SANITARY SEWER MANHOLE
FRAME AND COVER DETAIL.

SEE STANDARD PRECAST CONCRETE
SANITARY SEWER ADJUSTING RINGS
MANHOLE ECCENTRIC (MAX. OF 3 OR 12 IN.),
TOP SECTION DETAIL. (BRICKS WILL NOT

BE ALLOWED)
8" ALL AROUND

2'-2 3/4"

MIN.

NOTE: ADDITIONAL RISER SECTIONS
2' MIN. 16" . L' CAN BE ADDED AS NEEDED
4' MAX. TYP.

EE SANITARY
1 - 4" SEWER MANHOLE .

_5 STEP DETAIL. «--5

NOTE:CONCRETESHALL BE4000PSI
(28 DAY COMPRESSIVE STRENGTH)

2'- 8" 4'- 0"
MIN.

VARIABLE
TO 4'-0"

5" TYP.

SEE PRECAST MH RISER
JOINTS DETAIL.

BENCH SLOPE
SHALL BE 1" PER FOOT

PRE-CAST CONC. BASE

CLASS "A" CONCRETE

SEE FLEXIBLE CRUSH D STONE
PIPE-TO-MANHOLE 1 " N O
CONNECTOR DETAIL UNSTABLE, SOFT SOIL

TYPICAL SECTION

(BASE SECTION FOR 6" - 24" PIPE SHOWN; LARGER PIPES MAY REQUIRE
LARGER MANHOLE. CONSULT MANHOLE MANUFACTURER FOR DETAILS)

1 DETAIL
SCALE: NTS
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SANITARY SEWER MANHOLE FRAME AND COVER

of Hug (4) 1 " DIA. ANCHOR
BOLT HOLES O

CITY
LOGO

" HERE U.I
2) TYPE 2 Z

NÖN-PENETRATING
PICKHOLES a_

(4) 1" DIA. CORED
VENT HOLES

COVER AND FRAME PLAN

26 1/8"

COVER SECTION
27 3/4"

26 1/8"

1 3/8" 7 3/8"

BID SL_ T

35"

FRAME SECTION

2 DETAIL
NOTE: BUTYL SEALANT
SHALL BE USED TO SEAL SCALE: NTS NOTE: VULCAN FOUNDRY INC.
FRAME TO MH AS DESCRIBED V-1355 FRAME AND COVER OR
IN COH SPECIFICATIONS· APPROVED EQUAL.
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F LEXIB LE PIPE-TO-MANHOLE CONNE CTOR PRECAST MA NHOLE RISE R J OINT ||||||||||||BEANDARD |SBRIEARM EEMIER MR!NHGEE BEER||||||||||

VARIES;
5"MIN.

KORBAND

INSTALL PIPE CLAMPS
WITH T-HANDLE TORQUE
WRENCH AS PROVIDED
BY MANUFACTURER.

/////// /s 9///J¯ '

HAND PACKED NON-
SHRINK GROUT, 5 mSTRONG-SEAL QSR _ .. .. _ _ _ _ _ _ _ _ _ _
OR APPROVED EQUAL.

o. >

MANHOLE BASE
' ///////// ///-

. KOR-N-SEAL FLEXIBLE
.. PIPE-TO-MANHOLE

CONNECTOR OR APPROVED
. . EQUAL

HAMILTON KENT
PRE-LUBRICATED

e - MANHOLE RUBBER GASKET
OR APPROVED EQUAL

BUTYL SEALANT,
CONSEAL CS-231
ORAPPROVEDEQUAL

DOUBLE SEAL METHOD
HAMILTON KENT RUBBER GASKET

AND CONSEAL CS-231-BUTYL SEALANT

NOTE:
ALL JOINTS SHALL BE OF SUCH DESIGN
AS WILL PERMIT EFFECTIVE JOINING WITH
NO LEAKAGE AND NO INFILTRATION AND TO
PERMIT PLACEMENT WITHOUT APPRECIABLE
IRREGULARITIES ON THE INTERIOR WALL.
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POLYPROPYLENE PLASTIC

1/2 " GRADE 60
" STEEL REINFORCEMENT

= 1 = =

10" --

NOTE:
MANHOLE STEPS SHALL BE MANUFACTURED FROM POLYPROPYLENE PLASTIC
REINFORCED WITH A 1/2 " GRADE 60 STEEL ROD. STEPS SHALL BE EMBEDDED
IN THE RISER, BASE AND TOP SECTIONS A MINIMUM OF 3" AT THE TIME OF CONSTRUCTION.
MANHOLE STEPS SHALL BE A MINIMUM OF 10 3/4 " WIDE AND EXTEND FROM THE MANHOLE
WALL A MINIMUM OF 5 3/4 ".
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Project No.: 200-11740-10003

Designed By: JRW

3 DETAIL 4 DETAIL 5 DETAIL
Checked By: JPT F

SCALE: NTS SCALE: NTS SCALE: NTS

D-0102
O

Bar Measures 1 inch


