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2 STANCHION ADJUSTABLE
D-9503 PIPE SUPPORT (TYP)

10" FLG BUTTERFLY
E VALVE

10" FLG BEND 90 (TYP)

T/SLAB =
608 00

1" IA, PROVIDE 1/2" SST BV AND
PNEUMATIC HOSE AT EACH BFV

PNEUMATIC ACTUATOR 30"x10" MJ TEE (TYP)

C L ELEV = 24"x16" MJ TEE

30" SPENT BACKWASH

D T/SLAB = 24" TREATED WATER

600.00

CONCRETE 4
30" BACKWASH SUPPLY PIPE

SUPPORT D-9503

K PIPE SUPPORT PER MFR . . . 3/4" STRAINER h RID R F T

D-3304 RECOMMENDATION BY FILTER MFR Ê> paa

1 1/2" AIR VENT PIPING
(DISCHARGE TO INFLUENT 3/4" TYPE 316
CHANNEL ABOVE WATER LEVEL) SST NPT PIPE ..

PIPE SUPPORT _ C/L ELD-9503 _ _ __:Emau

3/4" TYPE 316 SST NPT PIPE 4'' VENT ROUGH

WEIR
UNION UNION WALL 7

TYP D-9504
1/2" COPPER PRESSURE .· |^

ENSING LINE TO DIFFERENTIAL 1/2" COPPER PRESSURE
PRESSURE TRANSMITTER SENSING LINE TO

DIFFERENTIAL PRESSURE
TRANSMITTER

7 PIPE SUPPORT

D-9503 (TYP)

o K SECTION
30" SPENT BACKWASH

D-3101 SCALE: 1/4" = 1'-0" - ------ -

5 7
HOSE BIBB & RACK -

D-9502 D-9502 PIPE SUPPORT
(TYP) D-9503

2"PW

WASHWATER 2" PW
COLLECTION TROUGH
BY FILTER SYSTEM
MANUFACTURER (TYP

GAC 623.67
CONTACTOR

INFLUENT/
WASTE

GAC MEDIA GAC MEDIA GULLET GAC MEDIA GAC MEDIA
BASIN NO.4B BASIN NO.3B 30" TO SPENT BASIN NO.3A BASIN NO.2B

BACKWASH
O STORAGE BASIN

GAC GAC GAC GAC
B MEDIA MEDIA MEDIA MEDIA

GAC CONTACTOR
EFFLUENT

BACKWASH FLUME
a>

WALL SLEEVES PER FILTER
SYSTEM MANUFACTURER'S SYSTEM (TYP)
REQUIRMENTS

1 1/2" SOLENOID VALVE

TAP 30" DIP AND INSTALL 1/2"
TEE, (2) 1/2" BALL VALVES

AND SAMPLE TUBING

TRANSMITTER

SAMPLE

CUP DRAIN O

30 BACKWASH
SUPPLY

1/2" BV
TAP 30" DIP AND INSTALL (2) 1/2" BALL

VALVES, DIFFERENTIAL PRESSURE
TRANSMITTER AND RELATED PIPING

J SECTION
D-3302 SCALE: 1/2" = 1'-0"
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is H SECTION
D-3101 SCALE: 1/4" = 1'-0"

O
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TURBIDIMETER

ROUTE FLEXIBLE
TUBE DRAIN TO

TRENCH

|--
<

1/2" BALL VALVE

< Q..

30" BACKWASH SUPPLY

1/2" TAP
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D-3101 SCALE: 3/8" = 1'-0"

D-3304
O

Bar Measures 1 inch


