
1 2 3 4 5 6 7

BOLLARD

F

o

FINISHED
GRADE

E

o

CLEANOUT - GRAVITY PIPE TRENCH LOCATING TAPE

IDENTIFICATION TAPE,

FINISHED GRADE SEE NOTE

6" SCHED 40 STEEL PIPE FILLED
WITH CONCRETE. PROVIDE
PLASTIC SLEEVES AT CHEMICAL
FILL STATIONS.

COLOR OF FINISH COAT
SHALL BE OSHA SAFETY
YELLOW

9" (TYP)

3.000 PSI CONCRETE

2'-0"

FRAME AND COVER TO
BE MORITZ FOUNDRY,

M-1240; ALHAMBRA
FOUNDRY, A-1240, OR

APPROVED EQUAL

CLEANOUT COLLAR
2'-6" SQ TO BE THREADED

/ FINISHED GRADE

CLASS "A"
CONCRETE COLLAR

EXPANSION JOINT
MATERIAL

45° BEND (DIP, MJ)

NOTE:
SEE YARD PIPING DWGS
FOR PIPE MATERIAL AND
SIZE

45° BEND OR WYE
(DIP, MJ)

UNDISTURBED SOIL

4/3 OD + 18" (36" MIN)
PLACE AND

48" MIN FOR SHEETED COMPACT

COMMON FILL
FINISHED MATERIAL IN

GRADE S E 6"-12" LIFTS

SECONDARY NO ROCK
ZONE- BEYOND

PIPE THIS LINE

ENVELOPE -

PRIMARY
ZONE- S S OPE

PRACTICAL

NORMAL
SUBGRADE FOR
UNDISTURBED
EARTH BEDDING

NORMAL SUBGRADE SHEETED UNSHEETED SUITABLE UNDISTURBED
LIMIT FOR COMPACTED EARTH OR COMPACTED

FILL BEDDING FILL BEDDING

Z

DIP WATER MAIN

SECTION

IDENTIFICATION TAPE
FINISHED GRADE
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PROFILE
NOTE: NOTE: NOTE:

D SEE STRUCTURAL DETAIL DRAWINGS FOR ADD'L INFORMATION. SEE TECHNICAL SPECIFICATIONS FOR DEFINITION AND REQUIREMENTS DETECTABLE IDENTIFICATION TAPE SHALL BE INSTALLED DIRECTLY OVER CENTERLINE
FOR EACH ZONE. OF THE PIPE AT 18-INCHES ABOVE THE PIPE.
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SCALE: NTS SCALE: NTS SCALE: NTS SCALE: NTS
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o 12" OVERLAP
AT SIDES-

#4 HOOP AT
12" OC-

SECTION
Z
<

NOTES:
1. EXTEND ENCASEMENT

2'-0" PAST OUTSIDE
EDGE OF STRUCTURE
(i.e. FOOTING, SLAB,
ETC.)

2. ENCASE TO BOTTOM OF
SLAB WHERE SHOWN
ON DRAWINGS.

3. PROVIDE 3" CONC.
COVER OVER
REINFORCEMENT.

Z

B PIPE

3" CLR. *TYP)

-(4) #4 CONT

_ -#4 HOOP AT 12" OC

s 12" (MIN) CONCRETE
_ _ . ENCASEMENT (REFER TO

STRUCTURAL DRAWINGS
FOR CONC REQUIREMENTS)

o

CAST IRON LID

8
VALVE COLLAR

FIN GRADE

VALVE SIZE AS
SPECIFIED OR 5" CISP
INDICATED ON

DWGS
I le

SET COVER OF VALVE BOX
AND CONC PAD 1/4"
BELOW GRADE IN
PAVEMENT AND 2" ABOVE
GRADE ELSEWHERE

#4 BAR CONT

HAND TAMPED BACKFILL
AT TOP SECTION

EXTENSION ROD W/ 2"
OPERATING NUT 6"
BELOW GRADE WHERE
VALVE IS OVER 4'-0"
BELOW GRADE

GEAR OPERATOR

GRAVEL BEDDING

<
Ö Z LENGTH OF BEDDING

EQUALS VALVE
LENGTH + 12"

PIPE DIA + 12"

5 DETAIL e DETAIL
SCALE:NTS SCALE:NTS

o

CAST IRON LID

8
VALVE COLLAR

FIN GRADE

SET COVER OF VALVE BOX
AND CONC PAD 1/4"
BELOW GRADE IN
PAVEMENT AND 2" ABOVE
GRADE ELSEWHERE

#4 BAR CONT

HAND TAMPED BACKFILL
AT TOP SECTION

EXTENSION ROD W/ 2"
5" CISP OPERATING NUT 6"

BELOW GRADE WHERE
VALVE IS OVER 4'-0"

MECHANICAL JOINT r , BELOW GRADE
GATE VALVE SIZE AS

INDICATED ON PLANS

z
- 3 GRAVEL BEDDING

WIDTH OF BEDDING
EQUALS VALVE
LENGTH + 12"

VALVE LENGTH + 12"

7 DETAIL
SCALE: NTS

3" DIA BRONZE
DISC ANCHORED 24" x 24" x 6" THK CONC

IN CONC PAD PAD TYP EACH VALVE BOX

STAMP AS REQD
(SEE NOTE 1) - 3" DIA BRONZE

16 DISC ANCHORED Z
SIZE OF VALVE sv IN CONC PAD O

TYPE OF VALVE 2 A4 A S ALL STAMP AS REQD

TAG NO ' 4

DIRECTION & NO
OF TURNS TO

OPEN

VALVE BOX AND
COVER (TYP) ---- -

2000 PSI
CONCRETE MIN

UNPAVED CONDITION

9"

TOP FLUSH WITH ASPHALT SURFACE
FINISHED GRADE

4" x 4" x 18" LONG (MIN)

VALVE BOX AND
COVER (TYP)

SET IN GROUT AS
SHOWN ABOVE

PAVED CONDITION

NOTE:
1. BRONZE IDENTIFICATION DISC SHALL BE REQUIRED FOR ALL VALVES.

8 DETAIL
SCALE: NTS
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Bar Measures 1 inch


