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SUN SHADE FIBERGLASS CHANNEL

NEMA 4 LEVEL
DISPLAY (TYP.)
MOUNT 5' A.F.F.

E

LEVEL DISPLAY NO. 10 GA.
SST PLATE

I
LIQUID TIGHT
FLEX. CONDUIT
6'-0" MAX. 3
LENGTH (TYP.)

TA ON

FILLING
STATION
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WATERTIGHT
NEMA 4X
TWIST-LOCK

Z RECEPTACLE
(TYP)
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TO LEVEL
TRANSDUCER

TO PLC

TO LIGHTING
PANEL

A FILL STATION
E-2405 SCALE: NONE

TERMINAL BOX

PVC CONDUIT AND
FITTINGS (SCHEDULE 40)

WATERTIGHT FIBERGLASS UNISTRUT
PLUG (TYPICAL)
MATCHING
RECEPTACLE
(TYP) EIGHT CORD GRIPS

PUMP #A

PUMP #B

SIX SJOOW 16 AWG, 4 CONDUCTOR CORDS
(TINNED COPPER CONDUCTORS)

PUMP #A (THREE
INSTRUMENTATION CORDS AND ANALOG CABLE
SPIRAL WRAPPED TOGETHER)

PUMP #B (THREE
INSTRUMENTATION CORDS AND ANALOG CABLE
SPIRAL WRAPPED TOGETHER)

NOTES:
1. INSTALL CORD GRIPS CONNECTING

INSTRUMENTATION CABLE TO PUMP.
2. SEE TERMINAL BOX PANEL LAYOUT E-9511.
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CHEMICAL PUMP
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LIQUID TIGHT FLEX. CONDUIT
6'-0" MAX. LENGTH (TYP.)

6" FLANGE
MOUNTED
TRANSDUCER

SECURE
CHANNEL
TO LADDER
SUPPORT

FIBERGLASS
CHANNEL

PVC CONDUIT
FIBERGLASS
CHANNEL

NO. 10 GA.
LEVEL DISPLAY SST PLATE

LIQUID TIGHT FLEX. CONDUIT FIBERGLASS
6'-0" MAX. LENGTH (TYP.) CHANNEL

SECURE
PVC CONDUIT

TO FIBERGLASS
CHANNEL WITH 316SS

OR 317L FASTENERS
(EVERY5')

SECURE CHANNEL
TO TANK

FIBERGLASS CHANNEL FOUNDATION
BUILD OUT TO CLEAR
RAILING

/ FIBERGLASS
REINFORCED
POST BASES

CONDUIT TO CONTROL PVC (TYP.)
PANEL

TYPICAL CHEMICAL TANK
c LAYOUTLEVEL SENSOR
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Project No.: 200-11740-10003

Designed By: CSW

Drawn By: CSW
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Bar Measures 1 inch


