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SECTION A SECTION B
SCALE: N.T.S. E-4401 SCALE: 1/2"=1'-0" E-4401

NOTES:
1. FIELD VERIFY LOCATION OF EQUIPMENT.
2. SEE SHEET |-4601 FOR CONDUIT AND WIRE.
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EXPANSION JOINT DUST-PROOF COLLAR
(PROVIDE ONE EVERY CONSTRUCTION

< 50') ö-
9 o

o TO TRANSFORMER
uj 2,000 AMP, 3¢, 3 WIRE BUSWAY - ------ -

15KV, 95 BIL, 63 KA RMS (2 SEC)
- 2.25" 2.25"

UNISTRUT
GROUND SEE COLUMN SUPPORT DETAILS
CONDUCTOR SHEET E-9512 THREADED ROD " - ---- -

10' MAXIMUM 0. 0.75"

COORDINATE WITH BUS DUCT
MOUNTING CLIP LOCATIONS E O '

B PRIOR TO INSTALLATION ELECTRICAL

SEE BASE PLATE DETAIL
- SHEET E-9512 ANCHORS SHALL BE 3/4"Ø TOP OF FINISHED WATER _ _

ADHESIVE WITH 6" EMBEDMENT TANK _ _

1.5" 1.5" UNISTRUT

NOTE:
NS ALLRC SU POORBTS EDvg ' o SECTl ON D

A 2. PROVIDE COLUMN SUPPORT WITHIN 24" SCALE: NO SCALE E-4401
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SECTION C
SCALE: 1/2"=1'-0" E-4401
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Bar Measures 1 inch


