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5/8" X 12" ALUMINUM ADHERE TO EQUIPMENT

AIR TERMINAL

AIR TERMINAL SECONDARY OR
ADAPTER MAIN CONDUCTOR

aC
STANDING SEAM
SPACED 3' APART MAX.

G

STANDING
SEAM BASE

E

TYPICAL 7/16" DIAMETER
CLASS 1 ALUMINUM
CONDUCTOR, COMPRISED OF
24 BRAIDED 14 AWG STRANDS
AND A CROSS SECTIONAL
AREA OF 98,600 CM

NOTES:
1. ANY MATERIAL THAT COMES IN CONTACT WITH THE

ROOF (DEVICES, ADHESIVES, ETC.) SHALL BE
APPROVED BY THE ROOFING SUBCONTRACTOR TO
MAINTAIN ROOFING INTEGRITY AND WARRANTY.
LIGHTNING PROTECTION SUBCONTRACTOR TO

D PROVIDE DOCUMENTATION OF ROOFING
SUBCONTRACTOR'S ACCEPTANCE OF REQUIRED
DEVICES.

NOTES:
1. ANY MATERIAL THAT COMES IN CONTACT WITH THE

ROOF (DEVICES, ADHESIVES, ETC.) SHALL BE
APPROVED BY THE ROOFING SUBCONTRACTOR TO
MAINTAIN ROOFING INTEGRITY AND WARRANTY.
LIGHTNING PROTECTION SUBCONTRACTOR TO
PROVIDE DOCUMENTATION OF ROOFING
SUBCONTRACTOR'S ACCEPTANCE OF REQUIRED
DEVICES.

2. IF METAL IS LESS THAN 3/16" THICK FULL
PROTECTION IS REQUIRED.

FINISH GRADE

3/4" X 10'-0" MIN.
COPPER CLAD
STEEL RODS

#4/0 BARE STRANDED
COPPER CABLE (TYP.)

CONNECTION TO BE MADE WITH
HEAVY DUTY EXOTHERMIC
PROCESS OR ENGINEERS
APPROVED COMPRESSION
TYPE CONNECTORS

TO ADDITIONAL RINGS IF
REQUIRED (TYP. 4 PLACES)

EQUIP. GROUND
BUS LUGS

ALL WIRE #4/0 BARE
STRANDED COPPER (TYP.)

NOTES:
1. ADDITIONAL CONCENTRIC RINGS SHALL BE ADDED

AS REQUIRED TO MEET THE (5) OHM SPECIFIED
RESISTANCE. EACH RING TO HAVE 4 GROUND RODS
AND SPACED 10 FEET FROM THE INNER RING.

FENCE POST

#4/0 COPPER

GROUND GROUND CLAMP
CONDUCTOR

MASONRY ANCHOR

FINISH GRADE

GROUND ROD

CONCRETE
FOUNDATION

GATE

GATE
FRAME

#4/0 COPPER
STRANDED
JUMPER CABLE,
GREEN INSULATION
TYPICAL FOR BOTH
SIDES OF GATES.
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BID SET

,. MECHANICAL EQUIPMENT
STANDING SEAM LIGHTNING PROTECTION DETAIL GROUNDING DETAIL GROUND MAT DETAIL FENCE POST/GATE BONDING DETAIL
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3: 5/8" X 12"
ALUMINUM AIR CAST IRON VALVE BOX. TOP
TERMINAL CAST WITH LETTER "E". AIR TERMINAL MUST

EXTEND 12" MIN. ABOVE
C WALL MOUNTING AREA OF PROTECTION

TYPICAL 7/16" FINISHED GRADE OR
DIAMETER CLASS 1 PAVEMENT z
ALUMINUM

O -CONDUCTOR

EVE Y ÅX B EEN A E A G

TERMINALS. CABLE CLIPS NOT vC CROSS SECT ONAL ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' ' '
On AREA OF 98,600 CM 3/4" GROUND ROD CONNECTOR

o _ BRONZE U-BOLT TYPE - - · �042

FILL TO LEVEL SHOWN z 1/2" (TYP.)-
WITH SAND.

O 12" MINIMUM

O O #4/0 BARE - · - - - z ELEC
STRANDED EQPT

B ANNEALED COPPER (TYP.)
GROUND CABLE

#6 AWG CU LLI

TYPICAL 7/16" DIAMETER ROUNDING
CLASS 1 ALUMINUM CONDUCTOR
CONDUCTOR, COMPRISED OF INSULATOR COMPRESSION LUG -
24 BRAIDED 14 AWG STRANDS BOLT TO BUS BAR

o AND A CROSS SECTIONAL COPPER BUS BAR TO COUNTERPOISE ¾=
AREA OF 98,600 CM

o - -
/ / #4/0 KC MIL CU HAND RAIL

ROUNDING
NOTES: \ CONDUCTOR \ Lu LLI

1. ANY MATERIAL THAT COMES IN CONTACT WITH THE 3/4" x 10' COPPER CLAD
ROOF (DEVICES, ADHESIVES, ETC.) SHALL BE GROUND ROD 7. HANDRAIL CLAMP-TYPE
APPROVED BY THE ROOFING SUBCONTRACTOR TO AIR TERMINAL

-- MAINTAIN ROOFING INTEGRITY AND WARRANTY.
LIGHTNING PROTECTION SUBCONTRACTOR TO __
PROVIDE DOCUMENTATION OF ROOFING Project No.: 200-11740-10003

ó. A BCONTRACTOR'S ACCEPTANCE OF REQUIRED Designed By: CSW/AJK

Drawn By: TAC 8

GROUND ROD INSPECTION AND Cnecxee By DAB
AIR TERMINAL AND BASE DETAIL TEST WELL INSTALLATION DETAIL GROUND BAR DETAIL HANDRAIL MOUNTED AIR TERMINAL DETAIL
NO SCALE NO SCALE NO SCALE NO SCALE

o

Bar Measures 1 inch


