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(3) MV PHASE CONDUCTORS
F . AND (1) 600V GROUND CONDUCTOR

PORCELAIN CABLE
-. .. CLAMP WITH STEEL

STRAP

INSIDE WALL OF
MANHOLE

v - v 1 5/8" R

UNISTRUT STAINLESS
E - , - STEEL CONCRETE

...... - INSERT FLUSH WITH
MANHOLE WALL.

3/4" GALVANIZED STEEL *' INSIDE FACE OF
ROD, FORMED , MANHOLE

3"

NCOMING L NE ....---·-* 3/8" THICK REMOVABLE
STEEL CLOSURE PLATE

-1#8 BARE COPPER GRD
WIRE TO PRIMARY
SWITCHGEAR GRD BUS 4" FLOOR CHANNEL

ARMORED CABLE FINISHED FLOOR
TERMINATOR WITH
GROUND LUG (TYP.) - -
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CLIP ANGLE CLIP ANGLE

PROVIDE BASKET WEAVE
GRIP AT TOP OF ALL VERT.
RISES AND FASTEN TO
STEEL CLOSURE PLATE 4" CHANNEL TYPE
(TYPICAL) CABLE TRAY

3/C-500MCM,15KV
l.A.C. (TYPICAL)

BID SET

CABLE TRAY
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PULLING IRON DETAIL
NO SCALE
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# 4/O Cu GROUND CONDUCTOR
ROUTEDAROUNDEACH MANHOLE
INTERIOR PERIMETER. SUPPORT

C VIA PORCELAIN CABLE CLAMPS.

O

POWER

··... . . -.. . 4" SLEEVE .

. COMMUNICATION . , . ,.. _,. ..
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# 4/O Cu GROUND CONDUCTOR.
DRILL, TAP AND LUG TO ALL

6 EXPOSED STEEL IN MANHOLES.
O
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o

o
3/4" x 10'-O" COPPERWELD
GROUND RODINEACH
CORNER OF MANHOLE. TIE TO
4/O CU GROUND CONDUCTOR.
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< MANHOLE GROUNDING DETAIL
NO SCALE
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MANHOLE CABLE SUPPORT DETAIL CABLE TRAY AND HANGER ROD
NO SCALE NO SCALE
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WEB OF COLUMN

RIGID STEEL CONDUIT
UP TO SUBSTATION

CONDUIT HUB-THOMAS &
BETTS CO. CAT. NO.3951 OR
OZ/GEDNEY TYPE GH-G

BARE COPPER GROUND CABLE #1/0
MINIMUM FOR LTG. TRANSF. #4/0
MINIMUM FOR SUBSTATIONS

THERMITWELD ,
CONNECTION

NO. 6 COPPER CABLE
(30 STR., X 17 GA.)

|

I I 1" PVC COATED RMC
I I

I I
I I
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2'-0" MIN. #5 REBAR WELDED
TOSTRUCTURAL

/ / s REBAR (SEE NOTE 1)

FINISHED FINISHED 3'-0" MIN.
FLOOR FLOOR

P.V.C. SLEEVE THRU CONCRETE FLOOR SLAB

EXOTHERMIC WELDING
GROUND CABLEDOWNTOGROUNDROD

THERMITWELD
CONNECTION

3/4" DIA. X 10'-0" LONG

O COPPERCLAD GROUNDING ROD (5/8" X 10')

. GENERALNOTES:
1. BOND REBAR AT TOP OF COLUMN IN SIMILAR MANNER.

CONDUIT

TRANSFORMER

r-¬
"LB" LIQUIDTITE FLEXIBLE
CONDUIT CONDUIT
BODY

- - 6" CLEAR (TYP)
VIBRATION ISOLATION

1/2" X 6" J-BOLT OR 1/2"Ø
BOLT AND CONCRETE
INSERT

. HOT DIP GALVANIZED
LIQUIDTITE STEEL BRACKETS,

FLEXIBLE AND KNEE BRACING o..

CONDUIT C 1/2" X 4" EXPANSION Z
BOLTS (TYP) -

- 1" CLEAR
PANELBOARD

- CONDUIT MOUNTING
FINISHED FLOOR CHANNEL AND

CLAMPS (TYP) -

I <
24" X 12" BOX OUT
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Project No.: 200-11740-10003

Designed By: CSW

WALL-MOUNTED o,,n By Csw
GROUNDING CONNECTION DETAIL DOWNLEAD, REBAR BOND, & GROUND DETAIL TRANSFORMER AND PANELBOARD
NO SCALE NO SCALE NO SCALE ®
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Bar Measures 1 inch


