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PLANT.AIR HEADER

ITEM:

2-WAY BALL VALVE, 1/4 TURN ACTION
AND DIRECTIONAL HANDLE

FILTER ASSEMBLY

PRESSURE REGULATING VALVE AND DIAL
INDICATOR.

TO ADDITION LOADS
AS REQUIRED
(SEE NOTE 1)

AIR SET DETAIL 1

AIR SET (SEE DETAIL)

A.S. LOAD

MECHANICAL
E 4-20mA POSITIONER POSITIONER LINKAGE

COMMAND (SEE E-0608)
PLC 2C#18SH

I/P CONVERTER
4-20mA INDICATOR
TO PLC 2C#18SH

PACKAGE TO BE
FURNISHED WITH
PROCESS VALVE

SEE E-0

D
PROCESS VALVE
ACTUATOR (TYP.)

POSITIONER THROTTLING SERVICE
NO SCALE (E-2402 & E-3401)
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ELEC. BUS DUCT

1/4
C15x33.9x2'-10" GALV.

..__.._.._------------ W10x49 COL GALV.

BUSDUCT
B COLUMNSUPPORTATTRANSFORMER

b- NO SCALE

I.L.

SIZE 3" OVERLAP
6 EACH SIDE OF BUS

OF BUS
3" 3"

o
o

o

SUPPORTANGLE

o. A

BUS DUCT
COLUMNSUPPORT
NOSCALE

o

TRANSMITTER WITH CURRENT TO FIBER CONVERTER
AND SUN SHADE

O

HOOK, ANCHOR TO CEILING

STAINLESS STEEL CABLE CLAMP
AND MOUNTING PLATE (TYP.)

HIGH LEVEL BACK-UP FLOAT
TRIP 6" ABOVE HIGH LEVEL
TRIP SETTING (FIELD ADJ.)

STAINLESS STEEL CABLE CLAMP (TYP.)

30' STAINLESS STEEL CABLE, 1/4"Ø

WEIGHT, 15LB.

OP OF WETWELL O O O ? O ..,

SONIC SENSOR SUPPORT

3/4"(MIN) CONDUIT TO LEVEL
TRANSMITTER.

NEMA 7 OUTLET BOX WITH CORD
GRIP CONNECTORS FOR CABLES.
ANCHOR TO CEILING.

O O . ze �042

SONIC SENSOR WALL MOUNT SONIC TRANSMITTER
MOUNTING BRACKET

SONIC TRANSMITTER MOUNTING BRACKET

3/4" PVC COATED RMC

LIQUID TIGHT FLEXIBLE CONDUIT

AMBIENT TEMPERATURE SENSOR
3/4" LIQUID-TIGHT .
FLEXIBLE CONDUIT COVER ,

LOCATE SENSOR AWAY
FROM WALLS AND OTHER
OBSTRUCTIONS SO THAT
THERE IS NO INTER-
FERENCE WITH SOUND
WAVES.

BOTTOM OR ZERO
ELEVATION

I I

o

WEATHER ,
SHIELD

N I O

L M U

METAL PLATE

/ SPAN \ TWO 3/4" PVC COATED RMC
/_ _ _ _ _ J TO CONTROL PANEL

D TO LIGHTING PANEL

0-LS 2-LS SUBMERSIBLE LEVEL FLOAT DETAIL 2, SONIC LEVEL SENSOR
NO SCALE LIT-1 SEE "DEVICE BOX CONDUIT DETAIL" FOR INSTALLATION

21 21 21 70-LIT 70-LIT
LIT-2 LIT-3 LIT-4 2 3

70-LE
2

70-LIT

0-LI WASHWATER RECOVERY BASIN
2 SEE SONIC LEVEL SENSOR DETAIL

70-LIT
3

0-LI WASHWATER OUTFALL
3 SEE SONIC LEVEL SENSOR DETAIL

I ! egg
U 4 W

BID SET

1.50" 7/8" HOLES FOR 3/4"Ø SS
ADHESIVE ANCH'S W/8"
EMBED, TYP.

o Q OF ELEC.
BUSDUCT

W10x49 COL GALV.

BASE PLATE
- 3/4"x12"x1'-6"

GALV.

to

BUS DUCT
BASE PLATE
NO SCALE

20" SQUARE ALUM.
HATCH DOOR AND
FRAME WITH LOCKING
HANDLE.

MOUNTING PLATE
SIZE AS REQUIRED

-LOCKWASHER

SUPPORT ANGLE MIN.

CHANNEL STRUT DD C EN

I \
| \
| \

n

OPEN POSITION

I I
I I
I I

PROVIDE 2' OF
SLACK CORD AND
TIE TO CHANNEL
STRUT.

GROMMET
CORD GRIP

, .. . CAST TERMINAL
BOX WITH CAST

O. COVER

. ·· PVC-RGS
NOTE 1

TYPICAL EACH
CONDUIT

ALTERNATE TYPE
TEMPERATURE
COMPENSATION
PROBE.

LOCATE SENSOR AWAY
FROM WALLS AND OTHER
OBSTRUCTIONS SO THAT
THERE IS NO INTER-
FERENCE WITH SOUND
WAVES.

BOTTOM OR ZERO
ELEVATION

I \
/ SPAN

NOTE:
1. PROVIDE ONE CONDUIT ENTRANCE IN, AND BELOW CONCRETE

AS SHOWN ON THE BACK-GROUND DRAWINGS.
(MANUFACTURED SUPPLIED CABLE).

2. ALL STEEL SHALL BE COATED WITH EPOXY BASE PAINT. ALL
MOUNTING HARDWARE SHALL BE STAINLESS STEEL.

Ou auT SONIC LEVEL SENSOR
SEE "DEVICE BOX CONDUIT DETAIL" FOR INSTALLATION

EED EED

. 3/4"C(4#14)
TO PLC

STEEL MOUNTING PLATE VE
FASTENTOVALVEOPERATOR

NEMA 4 LIMIT SWITCHES

IQUID TIGHT FLEXIBLE
METAL CONDUIT

OPEN/CLOSED VALVE LIMIT
SWITCH MOUNTING DETAIL
NO SCALE AIR SET (SEE DETAIL)

EXHAUST

A.S.

3/4"C(2#14) 3/4"C(2#14)

ONLY NEEDED FOR DUAL

OPERAT D P NG RETURN FOR SINGLE

VALVE

4-WAY
SOLENOID VALVE CIRCUIT

PROCESS VALVE WITH FLOW CONTROLS FOR
ACTUATOR (TYP.) OPEN-SHUT SERVICE ACTUATORS.

TO BE FURNISHED WITH
PROCESS VALVE (TYP.)

4-WAY SOLENOID VALVE DUAL COIL
AND SINGLE COIL WITH SRING RETURN
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Project No.: 200-11740-10003

Designed By: CSW

Drawn By: TAC

Checked By: DAB

E-9512
O

Bar Measures 1 inch


