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ACTIVE DOOR HAS 3 POINT LATCHING, CONCEALED PHASE INDICATION LABELS PROVIDED
STAINLESS STEEL HINGES AND PINS, PROVISIONS FOR

WARNING SIGNS AND LABELS PADLOCKING AND PENTA-HEAD SECURITY BOLTS AND
105° DOOR STOPS.
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COMPARTMENT 3&4
FRONT VIEW WITH BASE PROTECTIVE GASKET FOR BASE OF ENCLOSURE IS (DOORS REMOVED)

1/2 X 1-1/2 CLOSED CELL FOAM TYPE

NEMA GRADE GPO-3 BARRIER FOR SWITCH

- EPOXY INSULATORS

SWITCH SWITCH

COMPT 3 COMPT 4 600 AMP ALUMINUM BUS BAR - �042

SWITCH SWITCH �042
COMPT2 COMPT1

I ! yng
RUN TWISTED
WIRE FROM

SEAL LOOPS LOOP TO OPERATOR 6

LOOP WIRE LAYERS D ND G ON LOOP

WIRE SIZE
CARD READER AND VDS PEDESTAL
SEE DETAIL.

/ -- GATE
POSITION o
SWITCH

STREET

ENTRANCE

GATE OPERATOR NO. 1 BID SET
ENTRANCE

LOOP

EXIT
LOOP

SEE TIE DOWN DETAIL O O O O O O GALVANIZED 16 GA STEEL FLOOR
PAN WITH DRAIN SCREENS

SECTION VIEW THRU

UNIT OUTLINE

PAD OUTLINE
D
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COMPARTMENTS RIGHT SIDE

(4) TIE DOWN PLATES

PAD LAYOUT
CONCRETE PAD - -

CIRCUIT DIAGRAM

5/8-11 ANCHOR BOLT

PAD MOUNTED SWITCH
DETAIL P²-4
NO SCALE (EATON PSE-10 OR APPROVED EQUAL) TIE DOWN
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z FROM 1"C (2#8)

POWER
PANEL

3/4"C (2#12) 3/4"C (4#14) GATE

- IT-PP-2A (IN PROCESS BLDG.) POSITION
u SWITCH

3/4"C (2#14) GATE 3/4"C (4#14)
OPERATOR GATE

NO.1 v POSITION
SWITCH

1"C (2#8) _ _

FROM POWER PANEL EDGE

IT-PP-2A (IN PROCESS BLDG.) CARD SENSOR

B 1"C (6 MM FIBER)

VDS

1"C (2#8)

FROM POWER PANEL

IT-PP-2A (IN PROCESS BLDG.) CA

1"C (6 MM FIBER)

VDS
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TYPICAL ENTRANCE GATE OPERATOR
RISER DIAGRAM
NO SCALE

NEMA 2 HOLE STAINLESS STEEL GROUND
PADS WITH FULL WIDTH 3/8" DIA.
COPPER GROUND BAR .

UNIT SIDE PANEL

REFER TO MANUFACTURER'S
REQUIREMENTS FOR
EQUIPMENT SIZE, RATINGS
AND INSTALLATIONS

TYPICAL ENTRANCE GATE
DETAIL PLAN
NO SCALE

CAMERA (TYP)

FLUSH MOUNTED RE ER FOR TRUCKS
INTERCOM STATION
(TYP) ------ . .__...

FABRICATED RECTANGULAR
STAINLESS STEEL HOUSING

- AND HOOD WITH OUTDOOR
POLYESTER POWDER COATING

VIDEO ON INTERIOR & EXTERIOR.
DOOR STATION
(VDS)

FABRICATED STEEL DUAL
HEIGHT PEDESTAL.

BOX T TAMPER
HQ SWITCH AT PRIMARY

ACCESS GATE ONLY

CARD READER FOR
VEHICLES

12" X 3/8" STAINLESS STEEL
ANCHOR BOLTSATEACHCORNER

SQUARE STEEL BASE PLATE WITH
OPENING FOR CONDUIT ENTRY

ISLAND FINISH GRADE

_ f.. - NOTE·

INSTALL ISLAND
PEDESTAL 18"
BEHIND CURB FACE.

ACCESS GATE INTERCOM AND CARD
ACCESS PEDESTAL DETAIL
NO SCALE

c ONE (1) #16 THWN SINGLE
/ CONDUCTOR STRANDED

WIRE

LOOP LEADS

CONDUIT

l'-6"

LOOPS LEADS MUST BE IN CONDUIT
BETWEEN LOOP AND AMPLIFIER,

"A" 3/16" THEY MUST NOT SHARE CONDUIT
WITH OTHER WIRING OR LEADS FROM

"A" OTHER LOOPS.

6'-0"

1" X 1"

3/16" 3/16"

1 1/2" o 1 1/2"

2'-6"

TYPICAL LAYOUT FOR LOOP
SAW SLOT 3/16" WIDE X 1/2" DEEP
MAKE RECTANGULAR SHAPE TO
SPECIFIED LOOP DIMENSIONS
PLUS SLOT FOR LEAD CONDUIT
GROUT WITH NO. 202
WEATHERDAN SEALANT A
PRODUCT OF 3M CO., OR EQUAL

NOTES:
LOOPS LEADS ARE LIMITED TO 100 FT.
LOOP TOHAVE6TURNSASSHOWN.

SECTION "A"- "A" CAUTION - CONTROL AND POWER
(WITH WIRE PLACEMENT) RUNS TO BE 18" FROM DETECTOR

LOOPS. LOOP LEADS TO HAVE (4)
TWISTS PER FOOT.

DETECTOR LOOP DETAIL
NO SCALE
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Project No.: 200-11740-10003

Designed By: CSW
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Bar Measures 1 inch


